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DESCRIPTION 
 
PRODUCT COVERED: 
 
 CNR, USR - Special-Use Switches, Component. 
 
 

Cat. No. Electrical Rating Load Temp 
°C 

POL/THR Circuit 
/ PP 

ENDUR SPCOA 

        
1/1 A Series SP, 

may be f/b L, 
f/b 60, 
f/b 1, 2, 3, 4, 5 
or 6 or A, B, C, 
D, E or F, 
f/b 5, 6, 8, N, P 
or R, 
f/b 7, 
f/b six digits 
w/wo W as suffix. 

16 A, 125-250 Vac 
1/2 hp, 250 Vac 
1/4 hp, 125 Vac 

Gen, 
Hp 

95 

2/1 D1/PP 

6k 2, 3 

        
1/1 A Series SP, 

may be f/b L, 
f/b 60, 
f/b 1, 2, 3, 4, 5 
or 6 or A, B, C, 
D, E or F, 
f/b 1, 2, 4 or 7, 
f/b 7, 
f/b six digits. 

16 A, 125-250 Vac 
1/2 hp, 250 Vac 
1/4 hp, 125 Vac 

Gen, 
Hp 

95 

2/1 D1/PP 

6k 3 

        
1/1 A Series SP, 

may be f/b L, 
f/b 60, 
f/b 1, 2, 3, 4, 5 
or 6 or A, B, C, 
D, E or F, 
f/b 1, 2, 4 or 7, 
f/b 7, 
f/b six digits, 
f/b W. 

16 A, 125-250 Vac 
1/2 hp, 250 Vac 
1/4 hp, 125 Vac 

Gen, 
Hp 

65 

2/1 D1/PP 

6k 3 


