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Cord connectors, Cat. Nos. BNSPA-Ot, -2L, BNSPB-O2, BNSPC-O2, -22, BNSPD-03, -23, BSP-04,
BSPA-o1, BSPB-02, BsPc_02, BSPD_03.

Dry ıocatıons fıexable cord connectors, cat. Nos, BM-12, BM-02, BM-22, BM-18, BM-08, BM-28,
BM-19, BM_09, BM_29, BM-20, BM-10, BM-30, BSPB_12, BSPG-o2, BSPB_z2, BS-24, BS-04, Bs-14,
Bs-28, Bs-08, Bs-18, Bs_29, Bs-09, Bs_19, Bs_30, Bs_10, Bs_20, BM_EN-22, BM_EN-02. BM-EN-l2,

_ BM_EN_23, BM_EN-03, BM-EN_13, BM-EN-24, BM-EN_04, BM-EN-14, BM-EN_25, BM-EN-05, BM_EN-15,
BMsP-02, BMsP-12. BMSP-22, BsPB-12, BsPG-02, BsPB-22, BNsPB_22, BNsPB-02, BNsPB-12.

Liquid tİght flexıble cord fıttıngs, cat. Nos. BsN-04, BSNA-o1, BsNc-o2, BSND-o3.

cat. Nos. BMEM-E2, BMBc-02. BMsc-o2, BNEM-o2, BNBC-o2, BNsc-o2, BMEM-E6, BMBC-E6. BMsc-
E6, BMEM-E7, BMBC-o7, BMsc_o7, BMEM-E3, BMsc_o3, BMBC_E3, BMEM-E4, BMsc-o4, BMBC_E4,
BMEM_E5, BMsc_05, BMBc-E5.

Cat. Nos. BSPC-22, BSPC-O2, BSPC-12, BSP-24, BSP-04, BSP-14, BS-25, BS-05, BS-15, BS-27, BS-
07, BS-17, BM-23, BM-03, BM-13, BM-25, BM-05, BM-15, Biv1-27, BM-07, BM-t7; Straight Long
threads, Cat. Nos. BM-24, BM-04, BM-14; Straight Spiral Necks, Cat. Nos. BNSPC-22, BNSPC-OZ,
BNSPC-12, BNSP-24, BNSP_o4, BNSPD-L4, BSSP-2s, BssP_os, BSSP-15, BMSP-Z3, BMSP_o3, BMSP-
13, BMSP-2s, BMSP-Os, BMSP-15.
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Cord connector-liquid-tight flexible, Cat. Nos. BMO1, BM02.

E199260

Dry locations flexible cord connectors, Cat. Nos. BM-OS, BM-IS, BM-2S, BM-EN-OS, BM-EN-IS,
BM-EN-2S, BM-EN-01, BM-EN_11, BM-EN-21, BM-EN-O15, BM-EN-l15, BM-EN-21S, BMSP-OS, BMSP-
1s, BMSP-2S, BS_01, BS_02, BS-11, BS-L2, BS-zt, BS-22, BSSP-21, BSSP-01, BSSP-I1, BSSP-zz,
BSSP-02, BSSP-12.

Liquid-tight flexible cord fittings, Cat. Nos. BMBC-OS, BMEM-ES, BMSC-OS, BNBC-OS, BNEM-OS,
BNSc-Os, BMBC_E1, BMEM-EI, BMSC-OI, BNBC_OI, BNEM-0l, BNsc-Ol, BMX-22 (2x3),

StraightCat. Nos. BSPA-21, BSPA-OI, BSPA-I1, BS-23, BS-03, BS-13, BM-21, BM-01, BM-l1;
Straight Long threads, Cat. Nos. BM-21L, BM-O1L, BM-l1L; Straight Spiral Necks, Cat. Nos. BNSPA-
21, BNSPA-O1, BNSPA-I1, BsSP-23, BSSP-O3, BSSP_13, BMSP-21, BMSP-01, BMSP-11.
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