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PRODUCT CCVERED:

USR, CNR - Special Use Switches, Component
Cat. No. Electrical Rating Temp (°C) POL/THR ENDUR SPCOs
DY £/b 1 or 2 13 A, 250 V ac 80 124 2 6 K
£f/b 5 digit 14 A, 250 V ac 80 200 I
f/b C or K or H 3/4 hp, 250 V ac 80 141,21, 142
£/b 3 digit 1/3 hp, 125 V ac 80 R /1 B I G
DY £/b 1. oF 2 13 &, 250 V a¢ 120 el 6 K
f/b 5 digit 14 A, 250 V ac 120 2/1 1
frhsDar L. or M 3/4 hp, 250 V ac 120 1/1,2/1,:1/2
£/b 3 digit 1/3 hp, 125 V ac 120 1/1;2/1,1/2
DY £/b 1 or 2 13 A, 250 V ac 65 1,3/1:2 6 K
f/b 5 digit 14 A, 250 V ac 65 2/1 1
/b Riorn N or P 3/4 hp, 250 V ac 65 B B 2 D 1 s O )
/b 3 digit 1/3 hp, 125 V ac 65 1/3,2/1;1/2

oET., NO. & EE followed by w/wo = with or without

ELECTRICAL RATING: "R" = Registive "L" = AC Tungsten "T" = AC and DC Tungster

POL/THR: # of Poles/# of Throws. "M" indicates "Multi"
(e.g. 2/M indicates 2 pole, Multi-throw)

ENDUR: Endurance rating



